
T675-K2 PROGRAMMING QUICK REFERENCE CHART
With the T675-K2 unit turned off,

depress and hold Reset/Esc while
momentarily depressing On/Off to

access the Initialization Options Menu

<1> Setting the clock Hours (0-23)?
<Enter> Setting

Minutes(0-59)?
<Enter> Setting

Date (1-31)?
<Enter> Setting

Month (1-12)?
<Enter> Setting

Year (0-99)?
<Enter> Setting

<2> Adjustment Mode
(Password Required) <1> Calibration <1> Avg. “K” Factor

<2> Configuration <1> TC On/Off 0=off 1= on

<2> Trailer Product 1. = LOX
2. = LIN
3. = LAR
4. = LCO2
5. = LN2O
6. = CCO2
7. = MAPP
8. = LPG
Enter Setting (1-8)

<3> Unit of Measure

1. Gal
2. Ltr
3. Lbs
4. Lbs x 10
5. Kg
6. Scf
7. Scf x 100
8. Sm3
Enter Setting (1-8)

1. Kelvin
2. Centigrade
3. Fahrenheit
Enter Setting (1-3)

<4> Digits right of decimal

<3> Change  System
Settings

(Password Required)
1. = ½"
2. = 5/8"
3. = ¾"
4. = 1"
5. = 1 ¼"
6. = 1 ½"
7. = 2"
8. = 3"
9. = 4"
Enter Setting (1-9)

<2> Linearizer Table

<3> Linearizer

<1> Ratemeter

<2> Totalizer

<3> Temperature

<1> Flowmeter Size

<2> Alarm & Timer Settings

<3> Serial Numbers

<4> User Passcode

<5> Maintenance

<6> Printer Output Options

<7> System Alarm Log

<8> System Activity

<9> Initialize System

1. Totalize during alarm (0=NO, 1=YES)
2. Pump cooldown timer (0=OFF, 1=ON)
3. Pump cooldown delay <seconds>
4. Intermittent temp. tolerance <seconds>

<Enter> Setting

1. Flowmeter
2. Plant
3. Trailer
4. 675 S/N
5. 675 Manufacture date

<Enter> Setting

Factory set to 675
to change password

<Enter> setting (1-16 digits)

1. System maintenance due (DDMMYY)
2. System maintenance just performed 1=Yes 0=No
3. Turbines hours until maintenance
4. Turbine maintenance just performed 1=Yes 0=No

<Enter> Setting1. Disabled
2. SP824
3. SP834
4. Predefined with titles
5. Predefined w/o labels
6. OBC
7. ALC Telxon

Enter Setting

Low Power   Low input power below 8.75v
Low Batt       Backup battery voltage below 8.5v
Coil Short     P/U Coil resistance below 250 ohms
Coil Open     P/U Coil resistance above 2500 ohms
RTD Short    RTD probe resistance below 100 ohms
RTD Open    RTD probe resistance above 2000 ohms
Tloop Short   Temperature loop current above 35mA
Tloop Open   Temperature loop current below 4mA
Ploop Short    Pressure loop current above 35mA
Ploop Open    Pressure loop current below 4mA

    Press any key to continue
Privileged Access Only

Turbine hrs: 10.9
System hours: 25.6
Power cycles: 55
Backup Batt sec: 125
Last  System PM: 25-Oct-00
Last Turbine PM: 18-Sept-00

Press any key to continue

Options 4 - 7
not recommended

<Enter> Setting

<Enter> Setting

<Enter> Setting

Enter Setting (0-3)

NOTE:
To exit any screen

depress Reset Key on keypad
                 (ESC)

<Enter> = depress
ENTER Key


